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(2) For any existing purified phos-
phoric acid process line, any of the fol-
lowing shall constitute a violation of
this subpart:

(i) A thirty day average of daily con-
centration measurements of methyl
isobutyl ketone in excess of twenty
parts per million for each product acid
stream.

(ii) A thirty day average of daily con-
centration measurements of methyl
isobutyl ketone in excess of thirty
parts per million for each raffinate
stream.

(iii) A daily average chiller stack
exit gas stream temperature in excess
of fifty degrees Fahrenheit.

§ 63.603 Standards for new sources.
(a) Wet process phosphoric acid process

line. On and after the date on which the
performance test required to be con-
ducted by §§ 63.7 and 63.606 is required
to be completed, no owner or operator
subject to the provisions of this sub-
part shall cause to be discharged into
the atmosphere from any affected
source any gases which contain total
fluorides in excess of 6.750 gram/metric
ton of equivalent P2O5 feed (0.01350 lb/
ton).

(b) Superphosphoric acid process line.
On and after the date on which the per-
formance test required to be conducted
by §§ 63.7 and 63.606 is required to be
completed, no owner or operator sub-
ject to the provisions of this subpart
shall cause to be discharged into the
atmosphere from any affected source
any gases which contain total fluorides
in excess of 4.350 gram/metric ton of
equivalent P2O5 feed (0.00870 lb/ton).

(c) Phosphate rock dryer. On or after
the date on which the performance test
required to be conducted by §§ 63.7 and
63.606 is required to be completed, no
owner or operator subject to the provi-
sions of this subpart shall cause to be
discharged into the atmosphere from
any affected source any gases which
contain particulate matter in excess of
0.030 kilogram/metric ton per
megagram of phosphate rock feed (0.060
lb/ton).

(d) Phosphate rock calciner. On or
after the date on which the perform-
ance test required to be conducted by
§§ 63.7 and 63.606 is required to be com-
pleted, no owner or operator subject to

the provisions of this subpart shall
cause to be discharged into the atmos-
phere from any affected source any
gases which contain particulate matter
in excess of 0.0920 gram per dry stand-
ard cubic meter (g/dscm) [0.040 grain
per dry standard cubic foot (gr/dscf)].

(e) Evaporative cooling tower. No
owner or operator shall introduce into
any evaporative cooling tower any liq-
uid effluent from any wet scrubbing de-
vice installed to control emissions
from process equipment. Each owner or
operator of an affected source subject
to this paragraph (e) must certify to
the Administrator annually that he/she
has complied with the requirements
contained in this section.

(f) Purified phosphoric acid process
line. (1) Each owner or operator subject
to the provisions of this subpart shall
comply with the provisions of subpart
H of this part.

(2) For any new purified phosphoric
acid process line, any of the following
shall constitute a violation of this sub-
part:

(i) A thirty day average of daily con-
centration measurements of methyl
isobutyl ketone in excess of twenty
parts per million for each product acid
stream.

(ii) A thirty day average of daily con-
centration measurements of methyl
isobutyl ketone in excess of thirty
parts per million for each raffinate
stream.

(iii) A daily average chiller stack
exit gas stream temperature in excess
of fifty degrees Fahrenheit.

§ 63.604 Operating requirements.
On or after the date on which the

performance test required to be con-
ducted by §§ 63.7 and 63.606 is required
to be completed, the owner/operator
using a wet scrubbing emission control
system must maintain three-hour aver-
ages of the pressure drop across each
scrubber and of the flow rate of the
scrubbing liquid to each scrubber with-
in the allowable ranges established
pursuant to the requirements of
§ 63.605(d)(1) or (2).

§ 63.605 Monitoring requirements.
(a) Each owner or operator of a new

or existing wet-process phosphoric acid
process line, superphosphoric acid
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